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DESCRIPTION OF SPECTRAL UNITS
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DATA DESCRIPTION
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extracted to cover the NPRA study area.

Spectral analysis of target training areas was used to define spectral map units
referred to in this report as “spectral units”. Landsat 7 ETM+ data were used to
identify specific materials or mixtures of materials on the basis of their spectral
characteristics and ground truth data obtained from the study area in July 2004.
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, Eple — @ image was acquired in June 2003. Reflectance image spectra of ice, water, vegetation
o L : and soil illustrate that ETM+ band 5 (1.65 micrometers) digital number (DN) values
T L are lower for ice and water, than band 5 DN values for vegetation and sediment
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' An image spectrum from the study area and a resampled spectrum of green
vegetation from a spectral library both indicate a chlorophyll absorption feature at
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& In order to map additional surficial units, a false color composite (R=7, G=4, B=2)
ETM+ image was assessed to select image spectra. Due to high spectral contrast, a
water/ice mask was applied to the false color composite (R=7, G=4, B=2) ETM+
image to improve spectral variability. Spectral units other than green vegetation and
water were defined by examining the spectral characteristics of image spectra
associated with specific geomorphic features such as dunes, river bars, and lake
shorelines. Selection of specific landforms was based on inferred sediment types
associated with the depositional environment that produced the landform, and from
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the basis of their spectral properties, similar distribution in relation to lithologic units

of the geologic map (Carter and Galloway, 1985), a 5 m digital terrain model of the

; , IFSAR data, and the water-masked false color composite RGB Landsat 7 ETM+
by ; i image (Plate 1). A threshold was applied to each grayscale image to remove noise,

-"* = o o - poor matches and similar mapped pixels. Each processed image was then combined

! :=-'-".,".:i AN iy to produce a provisional classification map.

- i ; The provisional surficial classification map was assessed in the field for consistency
and accuracy of the spectral units with respect to surficial material assignments such
as sediment, water and vegetation content. An Analytical Spectral Devices (ASD) field
spectrometer was used to collect reflectance spectra in the field and was used to
collect reflectance spectra from field samples in the laboratory. The ASD field
spectrometer collects reflectance data at 1 nanometer spacing from 0.35 pm to 2.5
um. Comparison of field and lab spectra from selected calibration sites consisting
primarily of windblown quartz sands indicated that no additional calibration of the
ETM+ dataset was necessary. In addition, field and lab spectra were also compared
to image spectra for evaluation of material content and accuracy of spectral units.
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) . : 1 ) . . ) g & : T, . ; The average spectrum of the wet vegetated sandy mud spectral unit (red, surficial

B O SPARK L: 2 ally, S et L . RPN e o Sl ; ‘B o = o g ] R i e o L o+ ° g nr =i o I B classification map) has a strong band 3 absorption feature, high reflectance in band 5,

'f-‘.._"-q:" ; / et i ok ; : ] " i . DT L : B low reflectance in band 7, and a relatively low albedo when compared to other
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unit consists of approximately 45 to 50 percent water, approximately 45 to 50

percent dead or senescent (brown, no chlorophyll) and live (green, chlorophyll) grass,

and <5 percent sandy mud at the surface. Field spectra resampled to ETM+

bandpasses are very similar to image spectra taken from parts of the image classified

as wet vegetated sandy mud. The field spectra illustrate a strong 0.7 pm chlorophyll

absorption feature, and a low reflectance in the 2.0 um to 2.5 pm region due to

cellulose absorption from dead and live vegetation and water. The field spectra also

have a lower albedo than other field spectra due to the presence of water. Thus, the

spectral characteristics of wet vegetated sandy mud spectral unit are due to a mixture

of live (green) and dead or senescent (brown) vegetation (low bands 3 and 7,
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: : .-!_:".-. LT ':_ Tl!': 3 A e * By "R il Lok T, = .. LA el S S R WL PR T = A S Tt i L AL R v PREEEMT Tora - TREL T - it ¥ A T R L 43 -t Llkg ey : [ ; ! S AR o kB e aTLR et RO g = A T 7 bicr TR | O T ; , : [ ¥ Py kT T ARG Spectral shape comparisons of an averaged field spectrum (n-15) resampled to
i 'i‘f : ; | : - . : tk . e J i Lo : | . - . : Tl . W . ) . 1 v o Pt FE : RV T oy L ) : E ; . i ; L 70°10'N Landsat 7 ETM+ bandpasses and the average image spectrum of the dry vegetated
sand spectral unit indicate that band 5 and band 3 reflectance are lower for field
spectra, however, overall spectral shapes are similar. The field spectrum of dry
vegetated sand is similar to the field spectra taken from an area that classifies as wet
vegetated sandy mud. The lower band 3 and band 5 reflectance values of the field
spectrum resampled to Landsat 7 ETM+ bandpasses are due to the seasonal changes
in vegetation. The field spectra were recorded in mid summer when there was more
live (green) vegetation than in early summer when the Landsat 7 ETM+ data were
acquired. Green vegetation contains more chlorophyll and water than brown
(senescent) vegetation, and would result in lower reflectance in bands 3 and 5. The
increase in green vegetation later in the summer indicates that acquisition of data by
visible to short-wave infrared detectors needs to occur in early summer when

vegetation is still senescent.

The average image spectrum for the clean sand spectral unit has a small chlorophyll
feature, high reflectance in bands 5 and 7, and lower albedo when compared to the
average dry vegetated sand spectrum. The lower albedo of the clean sand average
image spectrum may be due to surface moisture at the time of the Landsat data
acquisition. Field observations indicate that the clean sand spectral unit primarily
consists of quartz sand (approximately 95 percent) and minor amounts (<5 percent) of
live (green) vegetation, silt, and clay. Quartz is spectrally flat and has high reflectance
in the 1.5 to 2.4 ym region. Laboratory spectra of sand samples from dune blowout
features indicate high reflectance from 1.5 pm to 2.5 pm with slight 2.20 pm and
2.35 pm absorption features due to muscovite. The high reflectance of bands 5 and 7
in the average spectrum of the clean sand spectral unit is due to the high percentage
of quartz (>95 percent).

The slightly muddy sand spectral unit has a more intense absorption of band 7 than
the clean sand spectral unit, and less intense chlorophyll absorption and higher albedo
than the wet vegetated sandy mud spectral unit. Laboratory spectra of all of the sands
from the study area have a 2.2 pm absorption feature that is typically associated with
either muscovite or clays. Field observations also indicate that there is slightly more
(>10 percent) silty mud and green vegetation in the muddy sand spectral unit than the
clean sand spectral unit but less than the wet vegetated sandy mud spectral unit. The
greater percentage of clay and (or) muscovite and green vegetation accounts for the

< 2 4 e : - v ¥ : i ; . : ) e : . " . . : . . e [ ; deeper band 7 absorption feature in the slightly muddy sand unit than observed in the
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equal amounts of green and dead vegetation and up to 10 percent standing water. It
was not possible to determine if this is a separate classification unit. Many of the
unclassified pixels have different spectral signatures and several different spectral

classes may be grouped in the non-classified category.

A single spectral unit, a combination of spectral units, or a combination of spectral
units and non-classified pixels form patterns that define eolian, fluvial, deltaic, and
marine depositional facies (Plate 2). The dry vegetated sand spectra primarily mapped
deposits of eolian and marine sand located in the northwestern part of the study area.
The wet vegetated sandy mud spectral unit primarily mapped muddier lake sediments
of thaw lakes. Clean sand and muddy sand spectral units mapped recent sand bodies,
including eolian blowout features, fluvial sand bars and deltaic deposits. A mixture of
dry vegetated sand and green vegetation spectral units, and unclassified pixels mapped
flood plain deposits in the eastern part of the study area.

On the basis of field and spectral data most of the spectral characteristics observed
in NPRA are due to water, quartz sand, silty mud, live (green) vegetation, and dead or
senescent (brown) vegetation. The primary spectral controls on dry vegetated sand
are mixtures of live (green) and dead (brown) vegetation. Lake sediment spectral
characteristics are primarily due to mixtures of live (green) vegetation, dead (brown)
vegetation and water. The clean sand spectral unit is primarily quartz sand and muddy
sand spectral unit is primarily quartz with small mixtures of silty mud, and vegetation.
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